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HONEYCOMB 

 

Light with high compressive strength, our PP Honeycomb TUBUS-PP8-80, has been widely used as the 

core material for truck. 

PHYSICAL PROPERTY: High compressive strength to weight ratio 
Energy absorption 
Sound Insulation  
Heat Insulation  
Anti-water, corrosion resistance 
 

CHEMICAL PROPERTY: Boned with faced panel — FRP, have good performance in   corrosion 
resistance to oil, salt and other chemicals 

APPLICATION  As core material laminated with other panels, can be used for truck 
side wall, floor, doors and curtain, walls in exterior design, bed board, 
bathroom, etc. light with high compressive strength, easy to 
assemble, waterproof, recyclable, easy repair and long service life 

OTHERS:   Carton Packing 
  

PROPERTIES OF PP HONEYCOMB: 

NAME UNIT 
VALUE – 

80 kg 
 

Diameter mm 8  

Density Kg/m3 80  

Compressive Strength Mpa 1.3 GB/T8813-2008 

Compressive Modulus Mpa 70 GB/T8813-2008 

Shear Strength Mpa 0.5 GB/T1455-2005 

Effective Temperature ⁰C -40-+80  

Thermal Conductivity W/mk,10⁰C 0.102  

 

 

 

 

Note: Base on testing data of 30mm honey comb 
The company within the scope of knowledge, the file information accurate reliable, however, due to the actual use is not in 

my company’s products are manageable, users have the responsibility to judge for themselves in the specific application of 

all risk we do not promise, the result of the use and is not liable for relevant recommendations and suggestions are 

recommended in this article content using all the information, not be construed to suggest infringement of any patent or 

applicable laws provide sample does not contain any warnings and implication. 


