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MATERIAL SAFETY DATA SHEET 
 

1)  Product Information 

Product Cobalt Octoate 6% 

Applications Ink / Paint Drier 

 

2) Composition / information on ingredients 
Hazardous Ingredients Toxicity Data 

LD50 / LC50 
NA OR UN # C.A.S. # 

Cobalt Octoate  LD50 Oral (RAT) -3900 Mg/Kg (From 
Similar Type Material) 

UN 1263 6700-85-2 

Ethylene Glycol Mono Ethyl 
Ether 

LD50 Oral (DOG) - >7500 Mg/Kg; LD50 
Oral (RAT) - 4900 Mg/Kg 

UN 1188 110-80-5 

Mineral Spirit LD50 Oral (RAT) = 1000 Mg/Kg; Dermal 
(RAT) = 5000 Mg/Kg 

UN 1255 64475-85-0 

 

 

3) Hazardous Identification 

➢ Harmful by inhalation and if swallowed 

➢ May cause sensitization by skin contact 

➢ Harmful: May cause lung damage if swallowed 

➢ Repeated exposure may cause skin dryness or cracking. 
 

 

4) First Aid Measures 
General Contaminated clothing should be removed and washed before being re-used. 

Inhalattion Remove victim immediately from source of exposure. Move the exposed person to fresh air at 
once. Get medical attention if any discomfort continues. 

Ingestion DO NOT induce vomiting. Get medical attention immediately. Drink plenty of water. 

Skin Wash the skin immediately with soap and water. Remove and clean contaminated cloth and 
shoes. Get medical attention if any discomfort continues. 

Eyes Promptly wash eyes with plenty of water. Hold eyelids apart to ensure washing of the entire 
surface of the eyes and lids with water. Get medical attention immediately. Continue to rinse. 

 

 

5) Fire Fighting Measures 
Extinguishing Media Use: Water spray, fog or mist. Foam, Carbon dioxide CO2. Sand, dolomite etc. 

Special Fire Fighting 
Procedures 

Avoid water in straight hose stream, will scatter and spread fire. Cool containers exposed to 
flames with water until well after the fire is out. Keep run-off water out of sewers and water 
sources.  Dike for water control. 

Unusual Fire & Explosion 
Hazards 

Vapour-air mixture is explosive. Keep containers cool by spraying water. 

Protective Measures in case 
of Fire 

Wear self-contained breathing apparatus and full protective gear. 

 

 

6) Accidental release measures 
Personal precautions Wear protective clothing and avoid inhalation of vapour, skin or eye contact. 

Precautions to protect 
environment 

Avoid washing into water courses. Avoid contaminating public drains or water supply. Waste 
disposal should be in accordance with existing local, state and federal environmental regulations. 

Spill clean-up methods Extinguish all ignition sources. Avoid sparks, flames, heat and smoking. Ventilate. Absorb in dry 
sand or earth and place into containers. 

 Absorb in dry sand or earth and place into containers. 
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7) Handling and Storage 
Handling precautions Avoid spilling, skin and eye contact. Keep away from heat, sparks and open flame. Ventilate 

well. Avoid breathing vapours. Use approved respirator if air contamination is above 
accepted level. 

Storage precautions Keep in cool, dry, ventilated storage and closed containers 

Storage criteria Chemical storage. Flammable liquid storage. 

 
 

8) Exposure controls and personal protection 
Ventilation  Provide adequate general and local exhaust ventilation 

Respirators No specific recommendation made, but respiratory protection may still be required under 
exceptional circumstances when excessive air contamination exists. In conditions where 
high concentrations of vapours are present or exposure limits are exceeded, wear a 
respirator that has been selected by a technically qualified person for the specific work 
conditions. 

Protective gloves Chemical resistant gloves required for prolonged or repeated contact 

Eye protection Wear splash-proof, chemical safety goggles to prevent any possibility of eye contact 

Other protection Wear appropriate clothing to prevent any possibility of skin contact 

Hygienic work routines Change work clothing daily before leaving work place. Employees should wash their hands 
and face before eating, drinking. DO NOT SMOKE IN WORK AREA! 

 
 

9) Physical and Chemical Properties 

Appearance / Physical state Clear Blue-Violet Liquid 

Colour Violet 

% Non-volatile matter 30 – 36 

% Metal content 6% +/- 0.2 

Viscosity @ 25°C (Max) 50 cP 

Specific Gravity @ 25°C  0.870 approx. 

Flash Point 49°C 

Solubility in water Insoluble 

 
 

10) Stability and Reactivity 
Stability No particular stability concerns. 

Materials to avoid Strong oxidizing agents. 

Hazardous Decomposition 
products 

Combustion can produce oxides of carbon and compounds of the contained metal(s). 

                            
        

11) Toxicological Information 
Inhalation Concentrated solvent vapours may cause headache and in severe cases incoordination. 

Ingestion Nausea, vomiting and abdominal pain 

Skin Prolonged contact may cause irritation 

Eyes May cause irritation 

Health warnings Long term effects. On prolonged or repeated skin contact there is a risk of dermatitis. 

 
 

12) Ecological Information 
Environmental hazards Avoid washing into water courses. Avoid contamination public drains or water supply. 
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13) Disposal considerations 
Disposal methods Dispose of in accordance with local and national regulations. DO NOT cut, burn or use 

flames on or near drums. 

 
 

14) Transport Information 

Under 454 L. – Via Land 
Over   454 L. – Via Land 

No special shipping requirements. 
PAINT RELATED MATERIAL, Class 3, UN 1263, P.G. III,  
Labels required. Flammable/UN 1263. 

Any Quantity – Via Sea No special shipping requirements. 
PAINT RELATED MATERIAL, Class 3.3, UN 1263, P.G. III, Flash Point 49°C (Refer to IMP 
Volume II, Page 3372)  
Labels required. Flammable Liquid Class 3. 

Any Quantity – Via Air PAINT RELATED MATERIAL, Class 3.3, UN 1263, P.G. III, Flash Point 49°C (Refer to IATA 
Manual Page 170) Hazards Labels required. Flammable Liquid Class 3. 

 
 

15) Regulatory Information 

Label for supply: 

Risk phrases R10 Flammable 

 R65 Harmful – may cause lung damage if swallowed. 

   

Safety phrases S23 Do not breathe vapours 

 S24 Avoid contact with the skin 

 S37 Wear suitable gloves 

 S46 If swallowed, seek medical advice immediately and show this container or label. 

Guidance Notes Users are advised to consult these regulations for further information.  

 
 

16) Other Information 

The information contained herein is based on current knowledge and experience; no responsibility is accepted that the 

information is sufficient or correct in all cases.  Users should consider these data only as a supplement to other information 

gathered by them and must make independent determinations of suitability and completeness of information from all sources 

to assure proper use and disposal of these materials and the safety and health of employees, customers and third parties and 

the protection of the environment. 

 
 
 
 
 
 
 
 


