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TECHNICAL DATA SHEET
POLYESTER PIGMENT PASTES

INTRODUCTION:

The Polyester Pigment pastes are specially formulated for use in polyester gelcoats and resins.
The pigment powders are finely dispersed in a medium, which cross links into the base resin
during curing. 32 colors are available from stock and are listed on our standard colour range.
Technical Leaflet No. 175 Others BS & RAL standards as well as customer specials are available
to special order. There are no minimum order quantities.

FORMULATION:

An 8-10% addition of Polyester Pigment paste will normally given an acceptable level of capacity
in polyester gelcoats. However, the addition of black pigment paste should be limited to 5%. For
many applications addition of 10% white pigment paste will b

e give insufficient opacity. In this case either a pre-pigment gelcoat or a pigment backing resin is
again recommended. A4-5% addition of pigment paste to the appropriate polyester resin is
recommended. The Polyester Pigment pastes should be thoroughly dispersed in the gelcoat or
resin before the adition of the catalyst. This can be done by stirring well by hand or with low
shear mixer to avoid aeration. When mixing by hand, we recommend that the pigment paste be
dispersed in a small quantity of gelcoat or resin before being added to the bulk. For critical
applications, pre-pigmented gelcoats or resins should be used whenever possible.

ADDITIVES:
The Polyester Pigment paste does not normally contain any fibers or other extenders.
APPLICATIONS:

The Polyester Pigment pastes are formulated for use in unfilled, brush viscosity polyester
gelcoats and general purpose unfilled layup polyester resins. They are often quite suitable for
use with other gelcoat and resin systems. However to avoid problems with viscosity separation,
water and chemical resistance weathering etc., is recommended that sample tests be carried
out by the customer before use. Some colors are not suitable for low taint applications. The
Polyester Pigment pastes can be used for the other applications not involving polyesters, e.g.
epoxy flooring. Sample test should always be carried about by the customers before use. Please
consult our Technical Service Department for any advice on the above applications.
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WEATHERING:

All the Polyester Pigment pastes have been tested for colour fastness to BS5100&6 modified
method BO3. In most cases a result of 7 has been obtained. In some instances, notably reds,
aranges and yellows, a result of 5-6 has been obtained. With these particular colors a slight,
uniform darkening is experienced instead of fading. Our experience has been that a slight
darkening is far less noticeable than a similar degree of fading. For critical use, superior
weathering versions of these colors are usually available. Each pigment is tested at full strength
and in dilutien with white in an isophtalic gelcoat faced laminates. The tests last 2 years and are
carried out on an exposed site facing south at 457 to the horizental.

PP PR PP PP PP PP
Colour WF Colour WF Colour WF Colour WF Colour WF Colour WF
1011 7 2012 5 3013 7 4014 7 5012 7 7011 7
1014 7 2013 [ 4011 7 4015 B-7 5013 b 7012 7
1015 7 3011 7 4012 7 4016 7 6011 7 8011 7
2011 7 3012 7 4013 7 Z011 7 6012 7 2011 7

W-F: Weather fastness according to B51006 modified method B0O3 where 7 is the best figure
obtainable signifies colour darkens.

COLOUR REPRODUCIBILITY:

The Polyester Pigment Pastes are subject to strict quality control tests during manufacture.
Howewer, good color reproducibly cam be achieved only by the customer taking care in weighing
the pigment pastes and octher additives, e.g. catalyst. As with other colored materials, exact
matching of Multi-component molded assemblies can be obtained only by the use of the same
mix for all the sub-components of the assembly.

STORAGE:

The Polyester should be stored in the dark suitable closed containers. It is recommended that
the storage temperature should be less than 20°C and where practical, should not exceed 30°C
ideally containers should be opened only immediately prior to use. Where they have to stored
outside. It is recommended that they be kept in a horizontal position to avoid the possible
ingress of water. Under these conditions, unopened containers will be stable for at least 12

months, and may remain usable for many years. The contents of containers should be stirred
thoroughly before use.

PACKING:

The Polyester Pigment pastes are available im 1kg, 20kg, 25kg and 225kg contaimers. The
standard color range is also available in Skg containers.

HEALTH:

Pleaze se= separate Materials Safety Data Sheet.
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TECHNICAL DATA SHEET (TDS)

DESCRIPTION:
PVA (POLY VINYL ALCOHOL)

GENERAL INFORMATION:

PVA is suitable for the treatment of molds made of Glass Fiber Reinforced Resin, sealed
wood as well as Melamin Resin pressed boards. It guarantees excellent separation
effect.

SPECIFICATION:

OPTICAL APPEARANCE CONSISTENCY : COLORLESS, low viscous liquid

SOLID CONTENT : 10+-1%
FLASH POINT : 12°c

STORAGE STABILITY : 6 Months
ODOR : No Odour
SOLUBILITY IN WATER : SOLUBLE

Disclaimer: The information contained herein is accurate and is based on the present state of our knowledge. Although reasonable care has been taken in the preparation of
this document, we extend no warranties and make no representations as to the accuracy or completeness of the information contained herein, and assume no responsibility
regarding the suitability of this information for the user’s intended purposes or for the consequences of its use. Each individual should make a determination as to the
suitability of the information for their particular purpose(s). All materials may present unknown hazards and should be used with caution. Although certain hazards are
described herein, we cannot guarantee that these are the only hazards that exist.
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