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MATERIAL SAFETY DATA SHEET 
 
 

PRODUCT NAME: GELCOAT COLOURS 
 
TECHNICAL DESCRIPTION / INGREDIENTS 
Unsaturated Polyster Resin in Styrene 
Chemical Name: Gelcoat 
Dangerous Components 
 

CAS No. Designation EEC No. 

100-42-5 GELCOAT 601-026-00-0 

 
HAZARDS IDENTIFICATION 
 
Hazards Designation:  
Flammable: Vapours and mist may irritate and threat inhalation of very high concentration or prolonged exposure 
may cause unconsciousness. Liquid and mist cause eye irritation and redness 
Signs and Symptoms of Overexposure: Inhalation of higher concentrations may cause nausea, loss of appetite, CNS 
depression and general weakness. 
 
FIRST AID MEASURES 
After Inhalation – remove to fresh air and call a doctor 
After Skin Contact – immediate wash with water and soon rinse thoroughly. If skin irritation occurs, get medical 
attention. 
After Eye Contact – rinsed opened eye for several minutes under running water. Get medical attention. 
After Swallowing – rinse out mouth and drink plenty of water. Administer activated charcoal. Do not induce vomiting. 
Call medical help. 
 
FIRE FIGHTING MEASURES 
Suitable Extinguishing Agent: CO2, sand, extinguishing powder, water fog. 
Specific Hazards: Thermal decomposition can lead to release of irritating vapours. 
Protective Equipment: Wear self – contained breathing apparatus 
 
ACCIDENTAL RELEASE MEASURES 
Personal Safety Precautions: Wear protective equipment. Keep unprotected persons away. 
Measures for Environmental Protection: Prevent from spreading (e.g. by damming in or oil barriers). Prevent material 
from reaching sewage system., holes and cellars. Inform authorities in case of contamination of water or sewerage 
systems. 
Measuring for Cleaning/Collecting: Absorb with liquid binding material (sand, diatomite, acid binders, universal 
binders, sawdust). Disposed of contaminated material as waste to them in 13. 
 
HANDLING AND STORAGE 
Handling 
Used only in area provided with appropriate exhaust ventilation. Avoid heat and fumes. Store below 30 0C in closed 
containers. Store in dark, away from oxidizing materials. 
 
EXPOSURE CONTROLS AND PERSONAL PROTECTION 
Additional Information about Design of Technical Systems: No further data: see item 7 
Components with critical values that requires monitoring at workplace:  
CAS No. Designation of material %  Type Value Unit 
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The product does not contain any relevant quantities of materials with critical values that have to be monitored at 
the workplace. 

 
Additional Information: The list that were valid during the completion were used as basis. 
 
Personal Protective Equipment: 
General Protective and Hygienic Measures:  Wash hands during breaks and at the end of shift. 
Respiratory Protection: Use respiratory protection in case of insufficient ventilation. 
Protection of Hands: PVC or PE gloves. 
Eye Protection: Tightly sealed safety glasses. 
Body Protection: Protective work clothing. 
  
PHYSICAL AND CHEMICAL PROPERTIES 
Appearance and Odour  : Liquid with odour of Styrene Monomer 
Solubility in water   : Immiscible 
Flash Point   : 32-35 0C 
Specific Gravity   : 1.10-1.12 

Viscosity @250C   : 7500 ± 500 cps 
 
STABILITY AND REACTIVITY 
Stability Indicator  : Yes 
Stability Condition to avoid : Do not freeze 
Material to avoid                                :  Strong oxidizing agents. Never mix organic peroxides with      promoters. 

Hazardous decomposition and Products: None under normal conditions. 
Thermal Decomposition may lead to release of Irritating goes and 
vapours. 

 
TOXICOLOGICAL INFORMATION - No information available. 

 
ECOLOGICAL INFORMATION - No information available. 

 
DISPOSABLE CONSIDERATIONS - Consult appropriate Federal state and 
Local regulatory agencies for proper disposal information. Keep out of 
sewers, storm drains, surface water and soil. 

 
TRANSPORT INFORMATION 
UN No.    : 1866 
Marine Pollutant   : Yes 
Proper Shipping Name  : Resin Solution 
ADR    : Class 3 
IMO/IMDG   : Class 3.3 
ICAO    : Class 3 
 
REGULATORY INFORMATION 
R10 -   Flammable 
R20 -   Harmful by inhalation 
R36/38 -   Irritating to eyes and skin 
S13 -   Keep away from food, drink and animal feeding stuffs 
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UNSATURATED POLYESTER RESIN 

IFLOGEL 3900 PA 
MATERIAL SAFETY DATA SHEET 

 

1. PRODUCT AND COMPANY IDENTIFICATION: 
 

Product Code : IFLOGEL 3900 PA  

Product Name & Description : ISO Phthalic Based Thixotropic, Pre-Accelerated 

Unsaturated Polyester Resin 
HS Code : 39079100 

Intended Use : Raw material for Composite Industry 

Manufacturer : IFFCO Chemicals FZE, Hamriyah Free Zone Phase 1  

P.O. Box No:.41671; Sharjah, UAE 
Emergency Telephone Number : +9716 5263922 

Fax No : +9716 5263923 

 

2. COMPOSITION AND INFORMATION ON INGREDIENTS: 

 
Identification of the preparation : Unsaturated Polyester Resin in Styrene 

 

Components CAS-No Approx. wt. % 

Styrene 100-42-5 33 - 37 

 

3. HAZARD IDENTIFICATION: 

 
3.1 GHS-Classification of the substance or mixture 

       

Flammable liquids  H226  Category 3  

Skin corrosion/irritation  H315  Category 2  

Eye Irritation  H319 Category 2 

Acute toxicity  H332 Category 4 (Inhalation - vapour)  

Reproductive Toxicity H361 Category 2 

STOT, repeated exposure H372 Category 1 

3.2 Label elements:  

Hazard pictograms  : 

 
   

Signal word  : Warning 
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UNSATURATED POLYESTER RESIN 

IFLOGEL 3900 PA 
MATERIAL SAFETY DATA SHEET 

 

Hazard Statements 

H226 : Flammable liquid and vapor. 

H312 (dermal) : Harmful in contact with skin. 

H315 (dermal) : Causes skin irritation. 

H319 :  Causes serious eye irritation 

H332 (inhalation) : Harmful if inhaled. 

H361 : Suspected of damaging fertility or the unborn child 

H372 : Causes damage to organs through prolonged or 

repeated exposure 

 
Precautionary Statements 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. FIRST AID MEASURES: 
 

General : In all cases of doubt or fatality seek immediate 

medication 
Constant over exposure : Skin Irritant, effects eyes & respiratory tract 

Inhalation : Ventilate with fresh air 

Skin contact : Remove contaminated clothing, wash skin with plenty 

of water. If irritation persists, get medical 

advice/attention. Apply soothing cream 
Ingestion : Obtain immediate medical attention if swallowed 

accidentally 

 

 

Prevention   

P201 : Obtain special instructions before use 

P210 : Keep away from heat/sparks/open flames/hot surfaces. - 

No smoking 

P243 : Take precautionary measures against static discharge 

P261 : Avoid breathing dust/fume/gas/mist/vapors/spray 

P264 : Wash face, hands and any exposed skin thoroughly after 

handling 

P280 : Wear protective gloves/protective clothing/eye 

protection/face protection 

Response   

P303 + P361 + P353 : IF ON SKIN (or hair): Remove/Take off immediately all 

contaminated clothing. Rinse skin with water/shower 

P304 + P340 : IF INHALED: Remove victim to fresh air and keep at rest 

in a position comfortable for breathing 

P308 + P313 : IF exposed or concerned: Get medical advice/attention 

P370 + P378 : In case of fire: Use dry sand, dry chemical or alcohol-

resistant foam to extinguish 

Storage   

P403 + P235 : Store in a well-ventilated place. Keep cool 

Disposal   

P501 : Dispose of contents/ container to an approved waste 

disposal plant 
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UNSATURATED POLYESTER RESIN 

IFLOGEL 3900 PA 
MATERIAL SAFETY DATA SHEET 

 

 
Eye contact : Irrigate copiously with fresh water keeping eyes wide 

open and seek medical advice 
 

 

5. FIRE FIGHTING MEASURES: 
 

Extinguishing media : Water spray-mist, powder, alcohol-resistant foam, sand 

etc. Do not use jets of water 
Specific Hazard : Fire will produce large amount of dense black fumes, 

inhalation of which would cause serious health hazards. 

Special breathing apparatus may be required 
Recommendations : Cool closed containers exposed to fire with water 

 

 

6. ACCIDENTAL RELEASE MEASURES: 
 

Steps to be taken if Material is 

Released or Spilled 
: Recover spilled material if possible. If unable to 

recover, then proceed with appropriate cleanup 

methods. Absorb with materials such as: Clay, Sand, 

Sawdust, Vermiculite etc. Collect in suitable and 

properly labeled containers. Water may be used for 

final cleaning of affected area. Wash water should be 

disposed of in accordance with local regulations 
Personal Precautions : Use appropriate safety equipment. For additional 

information, refer to Section 8, Exposure Controls and 

Personal Protection 
Environmental Precautions : Prevent from entering into soil, ditches, sewers, 

waterways and/or groundwater. See section 12 

Ecological information 

 

 

7. HANDLING AND STORAGE: 
 

Handling : Keep away from heat and sources of ignition and in no 

smoking area. Take precautions against electric 

charges. It is recommended to wear antistatic clothes 

including shoes. Use only non-sparking tools. Product 

should be handled in accordance with good industrial 

safety procedures 
Storage : Keep in cool, well ventilated place, preferably between 

+5ºC and +30ºC. Take precautionary measures against 

static discharges. Store it away from direct sunlight and 

sources of heat. Storage must comply with the local 

regulations and should be labeled for proper 

identification. Do not allow smoking in the areas and 

keep containers devoid of leakages 
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UNSATURATED POLYESTER RESIN 

IFLOGEL 3900 PA 
MATERIAL SAFETY DATA SHEET 

 

8. EXPOSURE CONTROLS / PERSONAL PROTECTION: 
 

Personal Protection   

Respiratory Protection : In case of insufficient ventilation wear suitable 

respiratory equipment 
Hand Protection : Impervious gloves. Evaluate the resistance of the 

product under conditions of use  

Eye Protection : Wear approved safety glasses or chemical goggles or a 

face shield. Have an emergency eyewash station 

readily available in the working area 

Skin & Body Protection : Impervious gloves, coveralls, boots, and/or other 

resistant protective clothing. Have a safety shower/ eye 

wash fountain readily available in the immediate work 

area 

Other Protective Measures : Remove contaminated clothing immediately. Keep 

contaminated clothing in closed containers. Discard or 

launder before re-wearing. Inform laundry personnel of 

contaminated hazards 

Hygiene measures : Do not eat, drink or smoke in workplace. Wash hands 

before eating 

Engineering Controls   

Ventilation : Provide local and general exhaust ventilation to 

effectively remove and prevent vapors and mists 

generated from the handling of this product. Care 

should be taken in controlling the emission of fumes 

into the environment. Ensure that eyewash stations and 

safety showers are proximal to the workstation location 

 

9. PHYSICAL AND CHEMICAL PROPERTIES: 

 

 

 

 

 

 

 

 

 

 

 

10. STABILITY AND REACTIVITY: 
 

Stability Indicator : Yes 

Stability condition to avoid : Do not freeze 

Hazardous decomposition 

products 
: None under normal use. Thermal decomposition may 

lead to release of irritating gases and vapors 

 

Appearance/Form : Clear liquid 

Colour : Pinkish 

Odor : Styrene monomer 

Solubility in water : Insoluble 

Flash Point : 31°C approx. 

Viscosity @ 25°C                                   : 30000 - 50000 cps 
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UNSATURATED POLYESTER RESIN 

IFLOGEL 3900 PA 
MATERIAL SAFETY DATA SHEET 

 

11. TOXICOLOGICAL INFORMATION: 
 

Product not test for the above information, but was classified by conventional method. 

   

Indications : Exposure to component solvent vapor concentration in 

excess of the stated occupational exposure limit may 

result in adverse health effect such as mucous 

membrane and respiratory system irritation and also 

adverse effect on the central nervous system. Normal 

symptoms and signs may include headache, dizziness, 

fatigue, loss of consciousness etc. The liquid splashed 

in the eye may cause irritation or reversible effect 
 

12. ECOLOGICAL INFORMATION: 

Do not allow material to be released to the environment (ground, air or water bodies, river, sewerages) without 

proper permits. 

 

 

13. DISPOSAL CONSIDERATION: 

Recommendations : To dispose by burning, in compliance with fire 

regulations & should be in accordance with local state 

and federal regulation.  Empty container can be 

disposed of as scrap material recycled 
 

 

14. TRANSPORT INFORMATION: 
 

UN-No : 1866 

Marine pollutant : Yes 

Shipping name : Resin Solution 

Packing Group : III 

ADR  : Class 3 

IMO / IMDG : Class 3 

ICAO/IATA : Class 3 

EMS : F-E, S-E 

 

15. REGULATORY INFORMATION: 
 

Product is classified in accordance with EEC Regulations-Dir.91/326/EEC commission Dir. Of 5.3.91 adapting to 

technical progress 13 th time council Dir.67/548/EEC relating to the classification, packing and labeling of 

dangerous goods. OJ no L 180, 8.7.91, p79; OJ no L 180A 
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UNSATURATED POLYESTER RESIN 

IFLOGEL 3900 PA 
MATERIAL SAFETY DATA SHEET 

 

16. OTHER INFORMATION: 

 
SDS prepared by: IFFCO Chemicals FZE 

 

Sources of key data used to compile the safety data sheet: Internal technical data, data from raw material SDSs, 

OECD e Chem Portal search results 

 

 

DISCLAIMER 
 
“The information, and in particular, the recommendations relating to the application and use of IFFCO products, are given in good faith based on 

IFFCO current knowledge and experience of the products when properly stored, handled and used under normal conditions, within their shelf 

life. In practice, the differences in materials, chemistries and actual site conditions are such that no warranty in respect of merchantability or of 

fitness for a particular purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred either from this information, or 

from any recommendations, or from any other advice offered. The proprietary rights of third parties must be observed. All orders are accepted 

subject to our current terms of sale and delivery. Users should always refer to the most recent issue of the Product Data Sheet for the product 

concerned, copies of which will be supplied on request or can be accessed in the Internet under www.iffcochemicals.com.” 
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MATERIAL SAFETY DATA SHEET 
 

 

1. Chemical Name:    Unsaturated Polyester based gel coat 
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1. PRODUCT AND COMPANY IDENTIFICATION: 
 

Product Code : PolyGel 201 PA 

Product Name & Description : UPR/Isophthalic Base Thixotropic, Pre-Accelerated 

Polyester Resin 
HS Code : 39079100 

Intended Use : Raw material for composite industry 

Manufacturer : IFFCO Chemicals FZE, Hamriyah Free Zone Phase 1  

P.O. Box No:.41671; Sharjah, UAE 
Emergency Telephone Number : +9716 5263922 

Fax No : +9716 5263923 

 

2. COMPOSITION AND INFORMATION ON INGREDIENTS: 
 

Identification of the preparation : Unsaturated Polyester Resin in Styrene 

 

Components CAS-No Approx. wt. % 

Styrene 100-42-5 33 - 37 

 

3. HAZARD IDENTIFICATION: 
 
3.1 GHS-Classification of the substance or mixture 

       

Flammable liquids  H226  Category 3  

Skin corrosion/irritation  H315  Category 2  

Eye Irritation  H319 Category 2 

Acute toxicity  H332 Category 4 (Inhalation - vapour)  

Reproductive Toxicity H361 Category 2 

STOT, repeated exposure H372 Category 1 

3.2 Label elements:  

Hazard pictograms  : 

 
   

Signal word  : Warning 
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Hazard Statements 

H226 : Flammable liquid and vapour. 

H312 (dermal) : Harmful in contact with skin. 

H315 (dermal) : Causes skin irritation. 

H319 :  Causes serious eye irritation 

H332 (inhalation) : Harmful if inhaled. 

H361 : Suspected of damaging fertility or the unborn child 

H372 : Causes damage to organs through prolonged or 

repeated exposure 

 
Precautionary Statements 

 

4. FIRST AID MEASURES: 
 

General : In all cases of doubt or fatality seek immediate 

medication 
Constant over exposure : Skin Irritant, effects eyes & respiratory tract 

Inhalation : Ventilate with fresh air 

Skin contact : Remove contaminated clothing, wash skin with plenty 

of water. If irritation persists, get medical 

advice/attention. Apply soothing cream 

Prevention   

P201 : Obtain special instructions before use 

P210 : Keep away from heat/sparks/open flames/hot surfaces. - 

No smoking 

P243 : Take precautionary measures against static discharge 

P261 : Avoid breathing dust/fume/gas/mist/vapors/spray 

P264 : Wash face, hands and any exposed skin thoroughly after 

handling 

P280 : Wear protective gloves/protective clothing/eye 

protection/face protection 

Response   

P303 + P361 + P353 : IF ON SKIN (or hair): Remove/Take off immediately all 

contaminated clothing. Rinse skin with ater/shower 

P304 + P340 : IF INHALED: Remove victim to fresh air and keep at rest 

in a position comfortable for breathing 

P308 + P313 : IF exposed or concerned: Get medical advice/attention 

P370 + P378 : In case of fire: Use dry sand, dry chemical or alcohol-

resistant foam to extinguish 

Storage   

P403 + P235 : Store in a well-ventilated place. Keep cool 

Disposal   

P501 : Dispose of contents/ container to an approved waste 

disposal plant 
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Ingestion : Obtain immediate medical attention if swallowed 

accidentally 
Eye contact : Irrigate copiously with fresh water keeping eyes wide 

open and seek medical advice 
 
5. FIRE FIGHTING MEASURES: 
 

Extinguishing media : Water spray-mist, powder, alcohol-resistant foam, sand 

etc. Do not use jets of water 
Specific Hazard : Fire will produce large amount of dense black fumes, 

inhalation of which would cause serious health hazards. 

Special breathing apparatus may be required 
Recommendations : Cool closed containers exposed to fire with water 

 

6. ACCIDENTAL RELEASE MEASURES: 
 

Steps to be taken if Material is 

Released or Spilled 
: Recover spilled material if possible. If unable to 

recover, then proceed with appropriate cleanup 

methods. Absorb with materials such as: Clay, Sand, 

Sawdust, Vermiculite etc. Collect in suitable and 

properly labeled containers. Water may be used for 

final cleaning of affected area. Wash water should be 

disposed of in accordance with local regulations 
Personal Precautions : Use appropriate safety equipment. For additional 

information, refer to Section 8, Exposure Controls and 

Personal Protection 
Environmental Precautions : Prevent from entering into soil, ditches, sewers, 

waterways and/or groundwater. See section 12 

Ecological information 

 

7. HANDLING AND STORAGE: 
 

Handling : Keep away from heat and sources of ignition and in no 

smoking area. Take precautions against electric 

charges. It is recommended to wear antistatic clothes 

including shoes. Use only non-sparking tools. Product 

should be handled in accordance with good industrial 

safety procedures 
Storage : Keep in cool, well ventilated place, preferably between 

+5ºC and +30ºC. Take precautionary measures against 

static discharges. Store it away from direct sunlight and 

sources of heat. Storage must comply with the local 

regulations and should be labeled for proper 

identification. Do not allow smoking in the areas and 

keep containers devoid of leakages 
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8. EXPOSURE CONTROLS / PERSONAL PROTECTION: 
 

Personal Protection   

Respiratory Protection : In case of insufficient ventilation wear suitable 

respiratory equipment 
Hand Protection : Impervious gloves. Evaluate the resistance of the 

product under conditions of use  

Eye Protection : Wear approved safety glasses or chemical goggles or a 

face shield. Have an emergency eyewash station 

readily available in the working area 

Skin & Body Protection : Impervious gloves, coveralls, boots, and/or other 

resistant protective clothing. Have a safety shower/ eye 

wash fountain readily available in the immediate work 

area 

Other Protective Measures : Remove contaminated clothing immediately. Keep 

contaminated clothing in closed containers. Discard or 

launder before re-wearing. Inform laundry personnel of 

contaminated hazards 

Hygiene measures : Do not eat, drink or smoke in workplace. Wash hands 

before eating 

Engineering Controls   

Ventilation : Provide local and general exhaust ventilation to 

effectively remove and prevent vapors and mists 

generated from the handling of this product. Care 

should be taken in controlling the emission of fumes 

into the environment. Ensure that eyewash stations and 

safety showers are proximal to the workstation location 

 

9. PHYSICAL AND CHEMICAL PROPERTIES: 
 

Appearance/Form : Viscous liquid 

Colour : Pinkish 

Odor : Styrene monomer 

Solubility in water : Insoluble 

Flash Point : 31°C approx.. 

Viscosity @ 25°C                                   : 30000-50000 cps 

 

10. STABILITY AND REACTIVITY: 
 

Stability Indicator : Yes 

Stability condition to avoid : Do not freeze 

Hazardous decomposition : None under normal use. Thermal decomposition may 
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products lead to release of irritating gases and vapors 

 
11. TOXICOLOGICAL INFORMATION: 
 

Product not test for the above information, but was classified by conventional method. 

Indications : Exposure to component solvent vapor concentration in 

excess of the stated occupational exposure limit may 

result in adverse health effect such as mucous 

membrane and respiratory system irritation and also 

adverse effect on the central nervous system. Normal 

symptoms and signs may include headache, dizziness, 

fatigue, loss of consciousness etc. The liquid splashed 

in the eye may cause irritation or reversible effect 
 

12. ECOLOGICAL INFORMATION: 

Do not allow material to be released to the environment (ground, air or water bodies, river, sewerages) 

without proper permits. 

 

13. DISPOSAL CONSIDERATION: 

Recommendations : To dispose by burning, in compliance with fire 

regulations & should be in accordance with local state 

and federal regulation.  Empty container can be 

disposed of as scrap material recycled 
 

14. TRANSPORT INFORMATION: 
 

UN-No : 1866 

Marine pollutant : Yes 

Shipping name : Unsaturated Polyester Resin 

Packing Group : III 

ADR  : Class 3 

IMO / IMDG : Class 3 

ICAO/IATA : Class 3 

EMS : F-E, S-E 

 

15. REGULATORY INFORMATION: 
 

Product is classified in accordance with EEC Regulations-Dir.91/326/EEC commission Dir. Of 5.3.91 

adapting to technical progress 13 th time council Dir.67/548/EEC relating to the classification, packing and 

labeling of dangerous goods. OJ no L 180, 8.7.91, p79; OJ no L 180A 

16. OTHER INFORMATION: 
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SDS prepared by: IFFCO Chemicals FZE 

 

Sources of key data used to compile the safety data sheet: Internal technical data, data from raw material 

SDSs, OECD eChem Portal search results 

 
DISCLAIMER 
 
“The information, and in particular, the recommendations relating to the application and use of IFFCO products, are given 
in good faith based on IFFCO current knowledge and experience of the products when properly stored, handled and used 
under normal conditions, within their shelf life. In practice, the differences in materials, chemistries and actual site 
conditions are such that no warranty in respect of merchantability or of fitness for a particular purpose, nor any liability 
arising out of any legal relationship whatsoever, can be inferred either from this information, or from any 
recommendations, or from any other advice offered. The proprietary rights of third parties must be observed. All orders 
are accepted subject to our current terms of sale and delivery. Users should always refer to the most recent issue of the 
Product Data Sheet for the product concerned, copies of which will be supplied on request or can be accessed in the 
Internet under www.iffco.com.” 
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1  Identification of the Substance/Preparation and of the Company/Undertaking 

Product Name:  Sirogel 9000 
Manufacturer / Supplier:  Saudi Industrial Resins Ltd 

P.O. Box 7764, Jeddah 21472, Saudi Arabia 
Phone [office]:  +966–2­651 8920 
Fax [office]:  +966–2­651 7072 
Website:  www.sir­ltd.com 
Phone [factory]:  +966­2­5912346, +966­2­2111222 / 333 / 444 
Fax [factory]:  +966–2­5912362 
Emergency Telephone Numbers 
Saudi Arabia  +966­2­5912346, +966­2­2111222 / 333 / 444 
United States of America  +1­606­3295701  phone 

+1­800­2745263  phone, 24 hours 
+1­606­3295184  fax 

2  Composition, and Information on Ingredients 

Substance / Preparation:  Preparation 
Chemical Characterization:  Unsaturated Polyester resin dissolved in styrene 

Ingredient Name  CAS Number  % by weight  EC Number  Classification 

Styrene  100­42­5  40 – 50  202­851­5 
R10 
Xn; R20 
Xi; R36/38 

See section 16 for the full text of the R­phrases declared above 

3  Hazards Identification 

The preparation is classified as dangerous according to Directive 1999/45/EC and its amendments. 
Classification  Harmful 

R10­ Flammable 
R20­ Harmful by inhalation 
R36/38­ Irritating to eyes and skin 

See section 11 for more detailed information on health effects and symptoms. 

4  First Aid Measures 

Inhalation 

Move exposed person to fresh air. 
If  it  is  suspected  that  fumes  are  still  present,  the  rescuer  should  wear  an  appropriate  mask  or  self­contained 
breathing apparatus. Keep person warm and at rest. 
If not  breathing,  if breathing  is  irregular  or  if  respiratory  arrest  occurs, provide  artificial  respiration  or  oxygen by 
trained personnel. It may be dangerous to the person providing aid to give mouth­to­mouth resuscitation. 
Get medical attention. 
If unconscious, place inrecovery position and get medical attention immediately. 
Maintain an open airway. Loosen tight clothing such as a collar, tie, belt or waistband. 

Ingestion 

Wash out mouth with water. Remove dentures if any. Move exposed person to fresh air. 
Keep person warm and at rest.If material has been swallowed and  the exposed person  is conscious, give small 
quantities of water to drink. Stop if the exposed person feels sick as vomiting may be dangerous. 
Do not induce vomiting unless directed to do so by medical personnel. If vomiting occurs, the head should be kept 
low so that vomit does not enter the lungs. 
Get medical attention if adverse health effects persist or are severe. 
Never  give  anything  by  mouth  to  an  unconscious  person.  If  unconscious,  place  in  recovery  position  and  get 
medical attention immediately. 
Maintain an open airway. Loosen tight clothing such as a collar, tie, belt or waistband. 

Eye 
Contact 

Check for and remove any contact lenses. 
Immediately flush eyes with plenty of water, occasionally lifting the upper and 
lower eyelids. Continue to rinse for at least 10 minutes. 
Get medical attention. 

Skin 
Contact 

Flush contaminated skin with plenty of water. Remove contaminated clothing and shoes. Continue to  rinse for at 
least 10 minutes. Wash clothing before reuse. Clean shoes thoroughly before reuse. 
Get medical attention.
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First Aid Measures 

See section 11 for more detailed information on health effects and symptoms. 

5  Fire­Fighting Measures 

Extinguishing 
Media 

SMALL FIRE: Use dry chemical powder. 
LARGE FIRE: Use water spray  or  fog. Never direct  a water  jet  into  the container  in  order  to  prevent  any 
splashing  of  the  product,  which  could  cause  the  fire  to  spread. Cool  containers with  water  jet  in  order  to 
prevent pressure build­up, auto­ignition or explosion. 

Suitable  Use dry chemical, CO2, water spray (fog) or foam. 

Not Suitable  Do not use water jet. 

Special 
Exposure 
Hazards 

Flammable liquid. In a fire or if heated, a pressure increase will occur and the 
container may  burst,  with  the  risk  of  a  subsequent  explosion. The  vapor/gas  is  heavier  than  air  and  will 
spread along the ground. Vapors may accumulate in low or confined areas or travel a considerable distance 
to a source of ignition and flash back. Runoff to sewer may create fire or explosion hazard. 
Promptly isolate the scene by removing all persons from the vicinity of the 
incident  if  there  is  a  fire. No  action shall  be  taken  involving  any personal  risk  or without suitable  training. 
Move containers from fire area if this can be done 
without risk. Use water spray to keep fire­exposed containers cool. 

Thermal 
Decomposition 
Products 

Decomposition products may include the following materials: 
carbon oxides 
halogenated compounds 

Protection  Of 
Fire­Fighters 

Fire­fighters should wear appropriate protective equipment and self­contained breathing apparatus (SCBA) 
with a full face­piece operated in positive pressure mode. 

6  Accidental Release Measures 

Personal 
Precautions 

No action shall be  taken  involving any personal risk or without suitable training. Evacuate surrounding areas. 
Keep  unnecessary  and  unprotected  personnel  from  entering. Do  not  touch  or  walk  through  spilled material. 
Shut  off  all  ignition  sources.  No  flares,  smoking  or  flames  in  hazard  area.  Avoid  breathing  vapor  or  mist. 
Provide  adequate  ventilation. Wear  appropriate  respirator when  ventilation  is  inadequate. Put  on  appropriate 
personal protective equipment (see section 8). 

Environmenta 
l Precautions 

Avoid dispersal of spilled material and runoff and contact with soil, waterways, drains and sewers.  Inform the 
relevant authorities if the product has caused environmental pollution (sewers, waterways, soil or air). 

Methods  For 
Cleaning Up 

Stop leak if without risk. Move containers from spill area. Approach release 
from upwind. Prevent entry  into sewers, water courses, basements or confined areas. Wash spillages into an 
effluent  treatment  plant  or  proceed  as  follows. Contain  and  collect  spillage  with  non­combustible,  absorbent 
material  e.g. sand,  earth,  vermiculite  or diatomaceous  earth  and place  in container  for  disposal  according  to 
local  regulations  (see  section  13).  Use  spark­proof  tools  and  explosion­proof  equipment.  Dispose  of  via  a 
licensed waste disposal contractor. Contaminated absorbent material may pose the same hazard as the spilled 
product. Note: see section 1 for emergency contact information and section 13 for waste disposal. 

See Section 8 for personal protective equipment and Section 13 for waste disposal. 

7  Handling & Storage 

Handling 

Put on appropriate personal protective equipment (see section 8). Eating, drinking and smoking should be 
prohibited in areas where this material is handled, stored and processed. Workers should wash hands and 
face before eating, drinking and smoking. Do not breathe vapor or mist. Do not ingest. Avoid contact with 
eyes, skin and clothing. Use only with adequate ventilation. Wear appropriate respirator when ventilation is 
inadequate. Do  not  enter  storage  areas  and  confined  spaces  unless  adequately  ventilated.  Keep  in  the 
original container or an approved alternative made from a compatible material, kept tightly closed when not 
in use. Store and use away from heat, sparks, open flame or any other ignition source. Use explosion­proof 
electrical  (ventilating,  lighting  and  material  handling)  equipment.  Use  non­sparking  tools.  Take 
precautionary  measures  against  electrostatic  discharges.  To  avoid  fire  or  explosion,  dissipate  static 
electricity during transfer by grounding and bonding containers and equipment before transferring material. 
Empty containers retain product residue and can be hazardous. Do not reuse container.
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Handling & Storage 

Storage 

Store  between  the  following  temperatures:  10  to  27°C  (50  to  80.6°F).  Store  in  accordance  with  local 
regulations.  Store  in  a  segregated  and  approved  area.  Store  in  original  container  protected  from  direct 
sunlight in a dry, cool and well ventilated area, away from incompatible materials (see section 10) and food 
and drink. Eliminate  all  ignition sources. Separate  from oxidizing materials. Keep container  tightly closed 
and  sealed  until  ready  for  use. Containers  that  have  been  opened must  be  carefully  resealed  and  kept 
upright  to  prevent  leakage.  Do  not  store  in  unlabeled  containers.  Use  appropriate  containment  to  avoid 
environmental contamination. 

Packaging 
Materials 
Recommended 

Use original container. 

Note:  Store  at  temperatures  below  25°C.   Storage  life  decreases  with  increasing  storage  temperature.    Avoid  exposure  to  heat 
sources, such  as direct sunlight  or steam pipes. Keep containers sealed  to  prevent moisture  pickup  and monomer  loss.   Rotate 
stock. Bulk should be stored in stainless steel tanks, or in tanks lined with epoxy or phenolic coatings.  Observe precautions against 
heat and moisture (see above).  An oxygen or dry air spurge may be desirable to keep inhibitors activated. 

8  Exposure Controls & Personal Protection 

Exposure Limit Values  Not available 

Ingredient Name  Occupational Exposure Limits 

ACGIH TLV (United States, 1/2006). Skin 

STEL: 170 mg/m³ 15 minute(s) 

STEL: 40 ppm 15 minute(s) 

TWA: 85 mg/m³ 8 hour(s) 

Styrene 

TWA: 20 ppm 8 hour(s). 

Notes:  TWA=Time Weighted Average, STEL=Short Term Exposure Limit 
Where there is no reference to the national regulations, other limits (Europe or US) may be given. 

Exposure controls 

Engineering 
Measures 

Use  only with  adequate  ventilation. Use  process  enclosures,  local  exhaust  ventilation  or  other  engineering 
controls to keep worker exposure to airborne contaminants below any recommended or statutory limits. The 
engineering controls also need to keep gas, vapor or dust concentrations below any  lower explosive  limits. 
Use explosion­proof ventilation equipment. 

Hygiene 
Measures 

Wash  hands,  forearms  and  face  thoroughly  after  handling  chemical  products,  before  eating,  smoking  and 
using  the  lavatory  and  at  the  end  of  the working period. Appropriate  techniques should be  used  to  remove 
potentially contaminated clothing. Wash contaminated clothing before reusing. Ensure that eyewash stations 
and safety showers are close to the workstation location. 

Personal Protective Equipment 

Respiratory 
Protection 

Use  a  properly  fitted,  air­purifying  or  air­fed  respirator  complying  with  an  approved  standard  if  a  risk 
assessment  indicates  this  is  necessary.  Respirator  selection  must  be  based  on  known  or  anticipated 
exposure levels, the hazards of the product and the safe working limits of the selected respirator. 

Hand Protection  Recommended: polyvinyl alcohol (PVA). 

Eye Protection  Safety eyewear complying with an approved standard should be used when a risk assessment indicates 
this is necessary to avoid exposure to liquid splashes, mists, gases or dusts. 

Skin Protection  Personal protective equipment for the body should be selected based on  the task being performed and 
the risks involved and should be approved by a specialist before handling this product.
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9  Physical and Chemical Properties 

Physical State  Liquid. [Clear.] 

Color  Slight Yellow 

Odor  Pungent 

Boiling Point  Not Available 

Melting Point  Not Available 

Density  1 To 1.3 G/Cm3 [25°C (77°F)] 

Flash Point  Closed Cup: 30 To 33°C (86 To 91.4°F) [Setaflash.] 

Vapor Density  3.6 [Air = 1] 

Evaporation Rate  >1 (Butyl Acetate. = 1) 

Explosion Limits  Greatest Known Range: Lower: 1.1% Upper: 8% (Styrene) 

Vapor Pressure  0.6 Kpa (4.5 Mm Hg) 

Solubility  Insoluble In The Following Materials: Cold Water 

Dynamic: 8000 To 12000 Mpa∙S (8000 To 12000 Cp) 
Viscosity 

Kinematic: 

10  Stability and Reactivity 

Stability  Hazardous polymerization may occur under certain conditions of storage or use. 

Conditions To Avoid  Exposure to heat, direct sunlight, UV­light, etc 

Materials To Avoid  Reactive or incompatible with the following materials: oxidizing materials. 
Slightly  reactive  or  incompatible  with  the  following  materials:  acids  and  alkalis, 
peroxides, metal salts [such as aluminum chloride, Iron (III) chloride]. 

Thermal Decomposition Products  Decomposition  products  may  include  the  following  materials:  carbon  oxides, 
halogenated compounds 

11  Toxicological information 

Potential Acute Health Effects 

Inhalation  Harmful by inhalation 

Ingestion  Irritating to mouth, throat and stomach 

Skin contact  Irritating to skin 

Eye contact  Irritating to eyes 

Acute toxicity  No data available 

Ingredient name  Test  Species  Results  Exposure 

LD50  Rat  898 mg/kg 

Intraperitoneal  Rat 

LD50 Oral  Rat  2650 mg/kg 

LD50 Oral  Rat  5000 mg/kg 

Styrene 

LC50 Inhalation  Rat  12000 mg/m³  4 hours
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Toxicological information 

Potential Chronic Health Effects 

Chronic Effects  No known significant effects or critical hazards. 

Carcinogenicity  No known significant effects or critical hazards. 

Fertility Effects  No known significant effects or critical hazards. 

Over­Exposure Signs/Symptoms 

Skin Contact  Adverse symptoms may include the following: Irritation, redness. 

Eye Contact  Adverse symptoms may include the following: irritation, watering, redness. 

Target Organs 
Contains  material  which  causes  damage  to  the  following  organs:  lungs,  the 
reproductive  system,  liver,  upper  respiratory  tract,  skin,  central  nervous  system 
(CNS), eye, lens or cornea. 

12  Ecological Information 

Environmental Effects  Not readily biodegradable 

Ecotoxicity Data Aquatic Ecotoxicity: Acute Toxicity 

Ingredient Name  Species  Period  Result 

Selenastrum  48 hour(s)  0.56mg/l 

Capricornutum(EC50)  48 hour(s)  4.7 mg/l 

Daphnia magna(EC50)  96 hour(s)  4.02 mg/l 

Pimephales promelas (LC50  96 hour(s)  10 mg/l 

Lepomis Macrochirus(LC50)  96 hour(s)  25.05 mg/l 

Styrene 

Pimephales promelas (LC50)  96 hour(s)  29 mg/l 

Other Ecological Information 

Persistence/Degradability 

Ingredient Name  Aquatic Half­Life  Photolysis  Biodegradability 

Hetron 922 Vinyl Ester Resin  ­­  ­­  Not readily 

Bioaccumulative potential 

Ingredient name  LogPow  BCF  Potential 

Styrene  2.95  13.5  Low 

AOX  The product contains organically bound halogens and can contribute to the 
AOX value in waste water.
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13  Disposal Considerations 

Methods of disposal 

The generation of waste should be avoided or minimized wherever possible. 
Dispose  of  surplus  and  non­recyclable  products  via  a  licensed  waste  disposal 
contractor. Disposal of  this product, solutions and any by­products should at all  times 
comply  with  the  requirements  of  environmental  protection  and  waste  disposal 
legislation  and  any  regional  local  authority  requirements.  Avoid  dispersal  of  spilled 
material and runoff and contact with soil, waterways, drains and sewers 

European waste catalogue (EWC)  07 02 99 

Hazardous waste  Yes 

Additional information  07 02 00 wastes from the MFSU of plastics, synthetic rubber and man­made fibers 

14  Transport Information 

Land: Road/Railway [ADR/RID Classification] 

UN Number  UN1866 

Proper Shipping Name  Resin Solution 

Adr/Rid Class  3 

Packing Group  III 

Adr/Rid Label 

Other Information 

Hazard Identification Number  30 

Limited Quantity  LQ7 

Cefic Tremcard  30GF1­III 

Remarks  Special provisions for transport 640 E 

Sea [IMO/IMDG Classification] 

UN Number  UN1866 

Proper Shipping Name  RESIN SOLUTION 

IMDG Class  3 

Packing group  lll 

IMDG Label 

15  Regulatory Information 

Classification and labeling have been determined according to EU Directives 67/548/EEC and 1999/45/EC (including amendments) 
and take into account the intended product use. 

Product Use  Industrial applications
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Regulatory Information 

EU Regulations 

Hazard Symbol Or Symbols 

Risk Phrases  R10­ Flammable, R20­ Harmful by inhalation 

R36/38­ Irritating to eyes and skin 

Regulatory Information 

Safety Phrases  S16­ Keep away from sources of ignition ­ No smoking. 

S23­ Do not breathe vapor. 

S33­ Take precautionary measures against static discharges. 

S51­ Use only in well­ventilated areas. 

Contains  Styrene 202­851­5 

Tactile Warning Of Danger  Not applicable 

16  Other information 

Full text of R­phrases referred to in Sections 2 and 3 [Europe]: 
R10­ Flammable\ 
R20­ Harmful by inhalation 
R36/38­ Irritating to eyes and skin 
Full text of classifications referred to in Sections 2 and 3 [Europe]: 
Xn – Harmful 
Xi ­ Irritant 
Label­Code:  R100E 

Date of issue 

Date of printing 

Date of previous issue  No previous validation. 

Prepared by 

Information contact 

Phone 

Notice to Reader 

To  the best  of  our  knowledge,  the  information contained herein  is accurate. However, neither  the  above­named supplier nor  any  of  its 
subsidiaries assumes any liability whatsoever for the accuracy or completeness of the information contained herein. 

Final  determination  of suitability  of  any material  is  the sole  responsibility  of  the user. All materials may  present  unknown hazards,  and 
should be used with caution. Although certain hazards are described herein, we cannot guarantee that these are the only hazards that 
exist. 

SIR  makes  no  warranty  or  representation  as  to  the  suitability  of  the  product  as  specified  herein  for  any  particular  application.    The 
determination of the suitability of the above specification for any particular use is solely the responsibility of the user. 

All precautionary labels and notices should be ready and understood by all supervisory personnel and employees before using.  Consult 
S.I.R.  and OSHA  regulations  for  additional  safety  and  health  information.    Purchaser  is  responsible  for  complying  with  all  applicable 
federal,  state  or  local  laws  and  regulations  covering  use  of  the  product.    Special  attention  should  be  given  to  consumer  applications. 
Freedom to use any patent owned by S.I.R. or others is not to be inferred from any statement contained herein.
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1  Identification of the Substance/Preparation and of the Company/Undertaking 

Product Name:  Sirogel 9100 
Manufacturer / Supplier:  Saudi Industrial Resins Ltd 

P.O. Box 7764, Jeddah 21472, Saudi Arabia 
Phone [office]:  +966–2­651 8920 
Fax [office]:  +966–2­651 7072 
Website:  www.sir­ltd.com 
Phone [factory]:  +966­2­5912346, +966­2­2111222 / 333 / 444 
Fax [factory]:  +966–2­5912362 
Emergency Telephone Numbers 
Saudi Arabia  +966­2­5912346, +966­2­2111222 / 333 / 444 
United States of America  +1­606­3295701  phone 

+1­800­2745263  phone, 24 hours 
+1­606­3295184  fax 

2  Composition, and Information on Ingredients 

Substance / Preparation:  Preparation 
Chemical Characterization:  Unsaturated Polyester resin dissolved in styrene 

Ingredient Name  CAS Number  % by weight  EC Number  Classification 

Styrene  100­42­5  40 – 50  202­851­5 
R10 
Xn; R20 
Xi; R36/38 

See section 16 for the full text of the R­phrases declared above 

3  Hazards Identification 

The preparation is classified as dangerous according to Directive 1999/45/EC and its amendments. 
Classification  Harmful 

R10­ Flammable 
R20­ Harmful by inhalation 
R36/38­ Irritating to eyes and skin 

See section 11 for more detailed information on health effects and symptoms. 

4  First Aid Measures 

Inhalation 

Move exposed person to fresh air. 
If  it  is  suspected  that  fumes  are  still  present,  the  rescuer  should  wear  an  appropriate  mask  or  self­contained 
breathing apparatus. Keep person warm and at rest. 
If not  breathing,  if breathing  is  irregular  or  if  respiratory  arrest  occurs, provide  artificial  respiration  or  oxygen by 
trained personnel. It may be dangerous to the person providing aid to give mouth­to­mouth resuscitation. 
Get medical attention. 
If unconscious, place inrecovery position and get medical attention immediately. 
Maintain an open airway. Loosen tight clothing such as a collar, tie, belt or waistband. 

Ingestion 

Wash out mouth with water. Remove dentures if any. Move exposed person to fresh air. 
Keep person warm and at rest.If material has been swallowed and  the exposed person  is conscious, give small 
quantities of water to drink. Stop if the exposed person feels sick as vomiting may be dangerous. 
Do not induce vomiting unless directed to do so by medical personnel. If vomiting occurs, the head should be kept 
low so that vomit does not enter the lungs. 
Get medical attention if adverse health effects persist or are severe. 
Never  give  anything  by  mouth  to  an  unconscious  person.  If  unconscious,  place  in  recovery  position  and  get 
medical attention immediately. 
Maintain an open airway. Loosen tight clothing such as a collar, tie, belt or waistband. 

Eye 
Contact 

Check for and remove any contact lenses. 
Immediately flush eyes with plenty of water, occasionally lifting the upper and 
lower eyelids. Continue to rinse for at least 10 minutes. 
Get medical attention. 

Skin 
Contact 

Flush contaminated skin with plenty of water. Remove contaminated clothing and shoes. Continue to  rinse for at 
least 10 minutes. Wash clothing before reuse. Clean shoes thoroughly before reuse. 
Get medical attention.
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First Aid Measures 

See section 11 for more detailed information on health effects and symptoms. 

5  Fire­Fighting Measures 

Extinguishing 
Media 

SMALL FIRE: Use dry chemical powder. 
LARGE FIRE: Use water spray  or  fog. Never direct  a water  jet  into  the container  in  order  to  prevent  any 
splashing  of  the  product,  which  could  cause  the  fire  to  spread. Cool  containers with  water  jet  in  order  to 
prevent pressure build­up, auto­ignition or explosion. 

Suitable  Use dry chemical, CO2, water spray (fog) or foam. 

Not Suitable  Do not use water jet. 

Special 
Exposure 
Hazards 

Flammable liquid. In a fire or if heated, a pressure increase will occur and the 
container may  burst,  with  the  risk  of  a  subsequent  explosion. The  vapor/gas  is  heavier  than  air  and  will 
spread along the ground. Vapors may accumulate in low or confined areas or travel a considerable distance 
to a source of ignition and flash back. Runoff to sewer may create fire or explosion hazard. 
Promptly isolate the scene by removing all persons from the vicinity of the 
incident  if  there  is  a  fire. No  action shall  be  taken  involving  any personal  risk  or without suitable  training. 
Move containers from fire area if this can be done 
without risk. Use water spray to keep fire­exposed containers cool. 

Thermal 
Decomposition 
Products 

Decomposition products may include the following materials: 
carbon oxides 
halogenated compounds 

Protection  Of 
Fire­Fighters 

Fire­fighters should wear appropriate protective equipment and self­contained breathing apparatus (SCBA) 
with a full face­piece operated in positive pressure mode. 

6  Accidental Release Measures 

Personal 
Precautions 

No action shall be  taken  involving any personal risk or without suitable training. Evacuate surrounding areas. 
Keep  unnecessary  and  unprotected  personnel  from  entering. Do  not  touch  or  walk  through  spilled material. 
Shut  off  all  ignition  sources.  No  flares,  smoking  or  flames  in  hazard  area.  Avoid  breathing  vapor  or  mist. 
Provide  adequate  ventilation. Wear  appropriate  respirator when  ventilation  is  inadequate. Put  on  appropriate 
personal protective equipment (see section 8). 

Environmenta 
l Precautions 

Avoid dispersal of spilled material and runoff and contact with soil, waterways, drains and sewers.  Inform the 
relevant authorities if the product has caused environmental pollution (sewers, waterways, soil or air). 

Methods  For 
Cleaning Up 

Stop leak if without risk. Move containers from spill area. Approach release 
from upwind. Prevent entry  into sewers, water courses, basements or confined areas. Wash spillages into an 
effluent  treatment  plant  or  proceed  as  follows. Contain  and  collect  spillage  with  non­combustible,  absorbent 
material  e.g. sand,  earth,  vermiculite  or diatomaceous  earth  and place  in container  for  disposal  according  to 
local  regulations  (see  section  13).  Use  spark­proof  tools  and  explosion­proof  equipment.  Dispose  of  via  a 
licensed waste disposal contractor. Contaminated absorbent material may pose the same hazard as the spilled 
product. Note: see section 1 for emergency contact information and section 13 for waste disposal. 

See Section 8 for personal protective equipment and Section 13 for waste disposal. 

7  Handling & Storage 

Handling 

Put on appropriate personal protective equipment (see section 8). Eating, drinking and smoking should be 
prohibited in areas where this material is handled, stored and processed. Workers should wash hands and 
face before eating, drinking and smoking. Do not breathe vapor or mist. Do not ingest. Avoid contact with 
eyes, skin and clothing. Use only with adequate ventilation. Wear appropriate respirator when ventilation is 
inadequate. Do  not  enter  storage  areas  and  confined  spaces  unless  adequately  ventilated.  Keep  in  the 
original container or an approved alternative made from a compatible material, kept tightly closed when not 
in use. Store and use away from heat, sparks, open flame or any other ignition source. Use explosion­proof 
electrical  (ventilating,  lighting  and  material  handling)  equipment.  Use  non­sparking  tools.  Take 
precautionary  measures  against  electrostatic  discharges.  To  avoid  fire  or  explosion,  dissipate  static 
electricity during transfer by grounding and bonding containers and equipment before transferring material. 
Empty containers retain product residue and can be hazardous. Do not reuse container.
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Handling & Storage 

Storage 

Store  between  the  following  temperatures:  10  to  27°C  (50  to  80.6°F).  Store  in  accordance  with  local 
regulations.  Store  in  a  segregated  and  approved  area.  Store  in  original  container  protected  from  direct 
sunlight in a dry, cool and well ventilated area, away from incompatible materials (see section 10) and food 
and drink. Eliminate  all  ignition sources. Separate  from oxidizing materials. Keep container  tightly closed 
and  sealed  until  ready  for  use. Containers  that  have  been  opened must  be  carefully  resealed  and  kept 
upright  to  prevent  leakage.  Do  not  store  in  unlabeled  containers.  Use  appropriate  containment  to  avoid 
environmental contamination. 

Packaging 
Materials 
Recommended 

Use original container. 

Note:  Store  at  temperatures  below  25°C.   Storage  life  decreases  with  increasing  storage  temperature.    Avoid  exposure  to  heat 
sources, such  as direct sunlight  or steam pipes. Keep containers sealed  to  prevent moisture  pickup  and monomer  loss.   Rotate 
stock. Bulk should be stored in stainless steel tanks, or in tanks lined with epoxy or phenolic coatings.  Observe precautions against 
heat and moisture (see above).  An oxygen or dry air spurge may be desirable to keep inhibitors activated. 

8  Exposure Controls & Personal Protection 

Exposure Limit Values  Not available 

Ingredient Name  Occupational Exposure Limits 

ACGIH TLV (United States, 1/2006). Skin 

STEL: 170 mg/m³ 15 minute(s) 

STEL: 40 ppm 15 minute(s) 

TWA: 85 mg/m³ 8 hour(s) 

Styrene 

TWA: 20 ppm 8 hour(s). 

Notes:  TWA=Time Weighted Average, STEL=Short Term Exposure Limit 
Where there is no reference to the national regulations, other limits (Europe or US) may be given. 

Exposure controls 

Engineering 
Measures 

Use  only with  adequate  ventilation. Use  process  enclosures,  local  exhaust  ventilation  or  other  engineering 
controls to keep worker exposure to airborne contaminants below any recommended or statutory limits. The 
engineering controls also need to keep gas, vapor or dust concentrations below any  lower explosive  limits. 
Use explosion­proof ventilation equipment. 

Hygiene 
Measures 

Wash  hands,  forearms  and  face  thoroughly  after  handling  chemical  products,  before  eating,  smoking  and 
using  the  lavatory  and  at  the  end  of  the working period. Appropriate  techniques should be used  to  remove 
potentially contaminated clothing. Wash contaminated clothing before reusing. Ensure that eyewash stations 
and safety showers are close to the workstation location. 

Personal Protective Equipment 

Respiratory 
Protection 

Use  a  properly  fitted,  air­purifying  or  air­fed  respirator  complying  with  an  approved  standard  if  a  risk 
assessment  indicates  this  is  necessary.  Respirator  selection  must  be  based  on  known  or  anticipated 
exposure levels, the hazards of the product and the safe working limits of the selected respirator. 

Hand Protection  Recommended: polyvinyl alcohol (PVA). 

Eye Protection  Safety eyewear complying with an approved standard should be used when a risk assessment indicates 
this is necessary to avoid exposure to liquid splashes, mists, gases or dusts. 

Skin Protection  Personal protective equipment for the body should be selected based on  the task being performed and 
the risks involved and should be approved by a specialist before handling this product.
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9  Physical and Chemical Properties 

Physical State  Liquid. [Clear.] 

Color  Yellow Turbid 

Odor  Pungent 

Boiling Point  Not Available 

Melting Point  Not Available 

Density  1 To 1.3 G/Cm3 [25°C (77°F)] 

Flash Point  Closed Cup: 30 To 33°C (86 To 91.4°F) [Setaflash.] 

Vapor Density  3.6 [Air = 1] 

Evaporation Rate  >1 (Butyl Acetate. = 1) 

Explosion Limits  Greatest Known Range: Lower: 1.1% Upper: 8% (Styrene) 

Vapor Pressure  0.6 Kpa (4.5 Mm Hg) 

Solubility  Insoluble In The Following Materials: Cold Water 

Dynamic: 8000 To 12000 Mpa∙S (8000 To 12000 Cp) 
Viscosity 

10  Stability and Reactivity 

Stability  Hazardous polymerization may occur under certain conditions of storage or use. 

Conditions To Avoid  Exposure to heat, direct sunlight, UV­light, etc 

Materials To Avoid  Reactive or incompatible with the following materials: oxidizing materials. 
Slightly  reactive  or  incompatible  with  the  following  materials:  acids  and  alkalis, 
peroxides, metal salts [such as aluminum chloride, Iron (III) chloride]. 

Thermal Decomposition Products  Decomposition  products  may  include  the  following  materials:  carbon  oxides, 
halogenated compounds 

11  Toxicological information 

Potential Acute Health Effects 

Inhalation  Harmful by inhalation 

Ingestion  Irritating to mouth, throat and stomach 

Skin contact  Irritating to skin 

Eye contact  Irritating to eyes 

Acute toxicity  No data available 

Ingredient name  Test  Species  Results  Exposure 

LD50  Rat  898 mg/kg 

Intraperitoneal  Rat 

LD50 Oral  Rat  2650 mg/kg 

LD50 Oral  Rat  5000 mg/kg 

Styrene 

LC50 Inhalation  Rat  12000 mg/m³  4 hours
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Toxicological information 

Potential Chronic Health Effects 

Chronic Effects  No known significant effects or critical hazards. 

Carcinogenicity  No known significant effects or critical hazards. 

Fertility Effects  No known significant effects or critical hazards. 

Over­Exposure Signs/Symptoms 

Skin Contact  Adverse symptoms may include the following: Irritation, redness. 

Eye Contact  Adverse symptoms may include the following: irritation, watering, redness. 

Target Organs 
Contains  material  which  causes  damage  to  the  following  organs:  lungs,  the 
reproductive  system,  liver,  upper  respiratory  tract,  skin,  central  nervous  system 
(CNS), eye, lens or cornea. 

12  Ecological Information 

Environmental Effects  Not readily biodegradable 

Ecotoxicity Data Aquatic Ecotoxicity: Acute Toxicity 

Ingredient Name  Species  Period  Result 

Selenastrum  48 hour(s)  0.56mg/l 

Capricornutum(EC50)  48 hour(s)  4.7 mg/l 

Daphnia magna(EC50)  96 hour(s)  4.02 mg/l 

Pimephales promelas (LC50  96 hour(s)  10 mg/l 

Lepomis Macrochirus(LC50)  96 hour(s)  25.05 mg/l 

Styrene 

Pimephales promelas (LC50)  96 hour(s)  29 mg/l 

Other Ecological Information 

Persistence/Degradability 

Ingredient Name  Aquatic Half­Life  Photolysis  Biodegradability 

Hetron 922 Vinyl Ester Resin  ­­  ­­  Not readily 

Bioaccumulative potential 

Ingredient name  LogPow  BCF  Potential 

Styrene  2.95  13.5  Low 

AOX  The product contains organically bound halogens and can contribute to the 
AOX value in waste water.
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13  Disposal Considerations 

Methods of disposal 

The generation of waste should be avoided or minimized wherever possible. 
Dispose  of  surplus  and  non­recyclable  products  via  a  licensed  waste  disposal 
contractor. Disposal of  this product, solutions and any by­products should at all  times 
comply  with  the  requirements  of  environmental  protection  and  waste  disposal 
legislation  and  any  regional  local  authority  requirements.  Avoid  dispersal  of  spilled 
material and runoff and contact with soil, waterways, drains and sewers 

European waste catalogue (EWC)  07 02 99 

Hazardous waste  Yes 

Additional information  07 02 00 wastes from the MFSU of plastics, synthetic rubber and man­made fibers 

14  Transport Information 

Land: Road/Railway [ADR/RID Classification] 

UN Number  UN1866 

Proper Shipping Name  Resin Solution 

Adr/Rid Class  3 

Packing Group  III 

Adr/Rid Label 

Other Information 

Hazard Identification Number  30 

Limited Quantity  LQ7 

Cefic Tremcard  30GF1­III 

Remarks  Special provisions for transport 640 E 

Sea [IMO/IMDG Classification] 

UN Number  UN1866 

Proper Shipping Name  RESIN SOLUTION 

IMDG Class  3 

Packing group  lll 

IMDG Label 

15  Regulatory Information 

Classification and labeling have been determined according to EU Directives 67/548/EEC and 1999/45/EC (including amendments) 
and take into account the intended product use. 

Product Use  Industrial applications



 الشـركة السـعودية للراتنجـات الصناعية المحــدودة

 ) مدفوع بالكامل ( مليون ريال 50.000.000 رأس المال ­ جـدة 3275 رقم العضوية ­ 4030011854 ت . س

Saudi  Industrial  Resins  Limited 
CR 4030011854    CC 3275 Jeddah    Capital SR 50 000 000 Fully Paid 

Safety Data Sheet  Sirogel 9100 

sir.msds sirogel 9100.v03a.doc  Version:  2.0  Issue Date:  2009­05­03  Page  7  of  7 

Regulatory Information 

EU Regulations 

Hazard Symbol Or Symbols 

Risk Phrases  R10­ Flammable, R20­ Harmful by inhalation 

R36/38­ Irritating to eyes and skin 

Regulatory Information 

Safety Phrases  S16­ Keep away from sources of ignition ­ No smoking. 

S23­ Do not breathe vapor. 

S33­ Take precautionary measures against static discharges. 

S51­ Use only in well­ventilated areas. 

Contains  Styrene 202­851­5 

Tactile Warning Of Danger  Not applicable 

16  Other information 

Full text of R­phrases referred to in Sections 2 and 3 [Europe]: 
R10­ Flammable\ 
R20­ Harmful by inhalation 
R36/38­ Irritating to eyes and skin 
Full text of classifications referred to in Sections 2 and 3 [Europe]: 
Xn – Harmful 
Xi ­ Irritant 
Label­Code:  R100E 

Date of issue 

Date of printing 

Date of previous issue  No previous validation. 

Prepared by 

Information contact 

Phone 

Notice to Reader 

To  the best  of  our  knowledge,  the  information contained herein  is accurate. However, neither  the  above­named supplier nor  any  of  its 
subsidiaries assumes any liability whatsoever for the accuracy or completeness of the information contained herein. 

Final  determination  of suitability  of  any material  is  the sole  responsibility  of  the user. All materials may  present  unknown hazards,  and 
should be used with caution. Although certain hazards are described herein, we cannot guarantee that these are the only hazards that 
exist. 

SIR  makes  no  warranty  or  representation  as  to  the  suitability  of  the  product  as  specified  herein  for  any  particular  application.    The 
determination of the suitability of the above specification for any particular use is solely the responsibility of the user. 

All precautionary labels and notices should be ready and understood by all supervisory personnel and employees before using.  Consult 
S.I.R.  and OSHA  regulations  for  additional  safety  and  health  information.    Purchaser  is  responsible  for  complying  with  all  applicable 
federal,  state  or  local  laws  and  regulations  covering  use  of  the  product.    Special  attention  should  be  given  to  consumer  applications. 
Freedom to use any patent owned by S.I.R. or others is not to be inferred from any statement contained herein.


