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WINLITE® PVB FILM

1. Characteristics:

Thickness(mm) 0.38 0.76 1.14 1.52 Test Method
Grade PFAT PFBT PFET PFDT
1. Appearance
1.1 Appearance Translucent sheet ~
1.2 Color Clear ~
1.3 Particle ~ ~
<0.3mm N/A ~
v>0.75mm 0 CCD Camera
0.3mm<y=0.75mm <20/ roll CCD Camera
2. Properties
2.1 Thickness(mm) 0.36~0.42 | 0.74~0.80 | 1.12~1.18 | 1.50~1.56 ASTM D374
2.2 Length (M) 400+ 250+ 150+ 125+
2.3 Width (mm) = +2
3. Moisture Content (%) 0.3~0.6 0.3~0.6 0.3~0.6 03~0.6 NIR
4. Shrinkage (50°C/1hr ; %) <10 <5 <5 <5
5. Roughness (pum) 15~55 ASTM B0601
6. Tensile Strength(Mpa) >20 ASTM D412
7. Elongation (%) >200 ASTM D412
8. Light Transmittance (%) >87 ASTM D1003




2. Packaging

Type

PE interleaved | Refrigerated
Core PVC (Inner Diameter: 154 mm ; Outer Diameter: 1651 mm)
Direction  Width>63 inch: Horizontal ; Width =63 inch: Vertical
Inner Aluminum Foil Bag
Out-Packing Width = 63 inches (4 Rolls / Paper Box) / Width > 63 inches ( 1 roll / Wooden Box)

3. Storage
Type Refrigerated PE Interleaved
Storage Temperature <10C <35C
Storage Condition Avoid exposing to the sun
Handling Avoid crushing or tearing
Stacking No sta.c‘zking more than two layers of pallet for paper box
No stacking more than three layers of pallet for wooden box
4. Life time

Chang Chun Petrochemical Co. Ltd. Guarantees the quality of WINLITE® PVB Film is valid for 3
years from production date with each roll storing in suggested storage condition and with aluminum

foil bag remain sealed.
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WINLITE® PVB FILM

Characteristics:
Thickness 0.76mm 0.76mm
Grade PFGT PECT Test Method
1. Appearance
1.1 Roughness Type Emboss Nature ~
1.2 Color Clear Clear~ ~
1.3 Particle ~ ~ ~
<0.3mm N/A N/A ~
y>0.75mm 1] 0 CCD Camera
0.3mm<y<=0.75mm <20/ roll < 20/ roll CCD Camera
2.Geometry Dimension
2.1 Average Thickness(mm) 0.770+0.025 0.770+0.025 ASTM D374
2.2 Length (M) 250+ 250+ EEAgPUCann
Meter
2.3 Width(mm) = +2 = +2 Scale Meter
2'4{1:“;k]’1:§;$mﬁ0" <20 <20 ASTM D374
3. Moisture Content (%) 0.4%0.1 0.46%0.1 NIR
4. Shrinkage (%) =5 =5 50°C*1hr
5. Roughness ( 1 m) 30~50 25~50 ASTM B0601
6. Tensile Strength ( Mpa) >20 >20 ASTM D412
7. Elongation (%) =200 >200 ASTM D412
8. Laminated Glass
8.1 Transmittance >87 >87 ASTM D1003
12mm exclusion zone - no defects| 12mm exclusion zone - no
8.2 Heat Resistance allowed defects allowed JIS R3205
8.3 Pummel Value 3~7 3~7 MQZC10486QA
8.4 Penetration Resistance Pass Pass MQZC104860QA




Package

Item PE interleaved type Refrigerated type
Core PVC (Inner Diameter: 154 mm ; Outer Diameter: 1651 mum)

Inner Aluminum Foil Bag

Out-Packing|4 Rolls / Paper Box

Storage
Type Refrigerated PE Interleaved
Storage Temperature <10C <350

Storage Conditions

Avoid exposing to the sun

Handling Avoid crushing or tearing
Stacking No stacking more than two layers of pallet for paper box
Shelf Life

Chang Chun Petrochemical Co. Ltd. Guarantees the quality of WINLITE® PVB Film is valid for 3
years from production date with each roll storing in suggested storage condition and with aluminum

foil bag remain sealed.




