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TECHNICAL DATA SHEET 

 
Product Name
Product No. 
Main Specification
 

: Biaxial Fabric
: EKBX600M225-1270 

：  

Construction
0 º
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Mat 

Stitching 

Area Weight
(g/m2) 1.91 296 1.91 

296 

225 

5.35 

Weight, total (g/m2) : 826.2+/-5% 

Standard roll width (cm) : 127 

Standard roll weight(kg): 50 

Stitch Type: Pillar 

Stitching Gauge: E6 

Stitching Length:3mm

Tolerance (+/-%)
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Material
N/A
300tex 

N/A 

300tex 

2400tex 

PES 

 
Each roll is wound on paper tube (3”-4” Dia.) with plastic film and packed in individual
cardboard box.With pallet packing or without pallet packing upon customer’s request. 
 
Storage:

 
Unless otherwise specified, it should be stored in a dry, cool and rainproof area; it is
recommended that the room temperature and humidity should be always maintained at 35-
65% respectively. 

Packaging:

OTHER INFORMATION: All information provided in the data sheet is believed to be accurate and reliable. We make no warranty of any kind, express or
implied, including warranties of merchantability or fitness for a particular purpose, concerning the safe use of this material in your process or in
combination with other substances. Users should make their own tests and assessments as to the suitability of this product or the information
contained herein for their particular purposes and uses. 












