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TECHNICAL DATA SHEET 
 
 Product Name:  PARAFFIN WAX SOLUTION 
 
 DESCRIPTION 
Paraffin Wax Solution is an additive for unsaturated polyester materials 
 

 COMPOSITION AND INFORMATION 

NAME CAS# 

Xylene 1330-20-7 

Paraffin Wax 800-74-2 

 
 CHARACTERISTICS 
 

• Suitable for every polyester gelcoat 

• Addition of Paraffin Wax solution to gelcoats will result in a tack-free surface 

• In almost all applications a dosage of 2 to 3% will be sufficient 
 
 SHELF LIFE 
Separate components, in original packaging minimum 6 months 
 

 SPREADING RATE 
Depending on application: approximately 20 – 30 g/kg polyester material 
 

 INSTRUCTIONS FOR USE 
o Before use, mix thoroughly 
o Mixing ratio: use 2,0 to 3,0% by weight 
o The actual quantity depends on colour, temperature and application. 
o Add Paraffin Wax solution slowly to the gelcoat during stirring. Mix thoroughly until homogeneous. 
o Stir well by hand or with a low shear mixer 
 
 PHYSICAL AND CHEMICAL PROPERTIES 
Odor   :    Sweetish 
Taste   :    Not Available 
Colour   :    Colourless. Clear 
Specific Gravity :    0.864 (water=1) 
 
 STORAGE 
Should be stored in a suitable closed container. It is recommended that the storage should be less than 20 0C 
where practical, but should not exceed 30 0C. 
 

 PACKAGING 
Supplied in 20.00 Ltr containers. 
 

 HEALTH AND SAFETY 
Please see Material Safety Data Sheet 
 
 

 OTHER INFORMATION:  
This product contains solvents. Take all necessary safety measurements when using this product and arrange proper 
ventilation and safety equipment for all personnel. For details on safety and health see our MSDS. All the information 
provided in MSDS is believed to be accurate and reliable.  
 


