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TOGETHER FOR SUCCESS

LOGI COMPOSITES & CHEMICALS TRADING LLC
Saih Shualb 4, Plot No.: 533 297, P.0 Box 17134,

Dubai Industrial Park,

Dubai, United Arab Emirates,

Telephone: 4971 4 368 5675 Fascimile: 4971 4 368 4293
E-mail; iffo@logi.ae Website: www.logi.ae

MATERIAL DATA SHEET

Product name: Polyester Net

This Polyester net made out of synthetic fibers, have a mesh size 1.5 to 2.5mm and

a selvedge at both sides.

Polyester net is mainly used for the squeezing out the air bubbles. Normally is used
after the pipe liner is manufactured first 1 to 1,5mm of pipe wall. Then the net is used
on the end of manufacturing process, when the pipe wall is finished. In this last layer
the polyester net gives also another result. Since the polyester net can be tensioned
a lot, the effect of the applying the net is that the resin is squeezed on the surface of
the pipe, which gives to the pipe surface, uniformity, smoothness and shines. On the
continuous winders we use polyester net in the last layer of the pipe wall, because
without this net the pipe surface is very uneven and the fibers stick out from the pipe.

Property

Specification

Relevant temperatures

Fusion at 250°Cand Softening at 220°C

Solubility Water insoluble
Mass per unit area 20 =3g/m2
Flashpoint (with finishing oil) 370C
Self-ignition temperature >420°C
Elongation at break 13-40 %
Tensile strength 2kg/cm

CHEMICAL COMPOSITION

Polyester 100%
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