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TECHNICAL DATA SHEET (TDS)

LOGI Surface Tissue ‘C’ Glass

DESCRIPTION

Logi surface tissue us made from randomly disbursed glass fibres, wet laid and bonded into thin
sheet. It is mainly used in the surface layers of reinforced plastic components, improving surface
appearances and enhancing the corrosion protection of chemical tanks, pipes and equipment.

PROPERTIES

+%* Easy air removal and rapid resin impregnation

+* Drapes well to suit the surface of intricate moulds

+* Fast wet through and wet out due excellent styrene
solubility of binder

+* Easy handling and better appearance of the composite parts
and products

PACKING

Logi surface tissue is packed in cartons. The roll comes with one meter width and in lengths of 200
meters and 300 meters.

STORAGE

+* Rolls should be protected from sun and to be stores vertically
+* Recommended storage conditions: Temperature 40°C max, relative humidity 75.00% max

+»* To avoid moisture condensation, storage packages for 24 hours under workshop conditions,
before use.

TECHNICAL SPECIFICATION

30.00 gms/m2 06.00% 0.30 mm 1000 mm White with little
yellowishness

Disclaimer: The information contained herein is accurate and is based on the present state of our knowledge. Although reasonable care has been taken in the preparation
of this document, we extend no warranties and make no representations as to the accuracy or completeness of the information contained herein, and assume no
responsibility regarding the suitability of this information for the user’s intended purposes or for the consequences of its use. Each individual should make a determination
as to the suitability of the information for their particular purpose(s). All materials may present unknown hazards and should be used with caution. Although certain hazards
are described herein, we cannot guarantee that these are the only hazards that exist.
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