
 
 
 

 

 

Polyester Surfacing Veil 
 

STYLE 40 
 

TECHNICAL CHARACTERISTICS 
Fiber type Polyester 
Color White 
Weight per unit area g/m2 40 
Tolerance of the nominal value % 8 
Tensile strength MD N/50mm ≥132.5 
Tensile strength CMD N/50mm ≥26.5 
Break Elongation MD % 34.5 
Break Elongation CMD % 159.9 
Thermal Shrinkage % 1.6 
Air Permeability (CFM) mm/s 2710 
PH - Neutral 
Moisture regain % ≤ 8 
Absorption time S ≤ 10 
Type of Performance Non-Woven 
Manufacturing Technique Spunlace 

Material 
Keep same thickness equality 

No hole, agglomeration, stain in whole rolls. 
Roll Width m 1 
Roll Length m 1000 
Roll Weight kg 40 

 

APPLICATIONS 
Industrial Pipes, Container, Tanks, Section Bar, Profiles & Rods. 
Process Pultrusion, Filament Winding., etc. 

 

SAFETY INSTRUCTION 
Toxicological behaviour Toxicologically harmless, non-respirable. 

 

PACKAGING 
Roll weight kg 40 

 

STORAGE 
In original packing. Keep dry Toxicologically harmless, non-respirable. 

 

 

(1) Other roll length and widths also available. 
(2) Approximate length and weight values. 


