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TECHNICAL DATA SHEET (TDS) 
 

PRODUCT:   TALC POWDER 
MESH:   400 MESH 
GRADE:   HP 
 

SPECIFICATION 
 

PROPERTIES: 
WHITENESS:  92.80 % 
BRIGHTNESS:  92.06 % 
FINENESS:   99.0 % PASSING ON 400 MESH 
 
CHEMICAL PROPERTIES: 
SiO2   - 30.00 – 35.00 % 
MgO   - 21.00 – 25.00 % 
AI203   - 0.5 % 
Fe203  - 0.3 – 0.5 % 
CaO   - 17.00 – 18.00 % 
pH   - 8.50 – 9.50 % 
Lead as Pb  - NIL 
Arsenic as As203 - NIL 
Asbestos  - NIL 
 
PHYSICAL PROPERTIES: 
BULK DENSITY: -  0.6 % 
SPECIFIC GRAVITY: - 2.7 % 
OIL ABSORPTION: - 32 
LOI ON 1000 C: - 20 % 
MOH’s HARNESS - 1 
 

 

Disclaimer: 

The information contained herein is accurate and is based on the present state of our knowledge. Although reasonable care has  been taken in the preparation of this 

document, we extend no warranties and make no representations as to the accuracy or completeness of the information contained herein, and assume no responsibility 

regarding the suitability of this information for the user’s intended purposes or for the consequences of its use. Each indiv idual should make a determination as to the 

suitability of the information for their particular purpose(s). All materials may present unknown hazards and should be used with  caution. Although certain hazards are 

described herein, we cannot guarantee that these are the only hazards that exist. 


