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TECHNICAL DATA SHEET 
 

Product FTG150-VB 
Thickness 75µ; 80µ 

Lay flat width, format: 75µ: up to 10m 

 80µ: up to 16m 

 Sizes over 6m are supplied gusseted, centrally slit. 

Description and applications: 
 
 
 
 
 
 

FTG150-VB is a tough, puncture resistant co-extruded film made of polyethylene 
and nylon-based resins, designed for use in the production of polyester/ vinyl ester 
resin infused components for the wind energy, marine and general composite 
industries. The product may be used with certain types of epoxy resins (small scale 
testing recommended). The film is particularly interesting due to its limited 
sensitivity to low humidity level conditions, which can reduce flexibility in 
predominantly nylon-based films, ensuring consistent yearlong performance in all 
workshop environments. 

 

TEST M.U. / tol. METHOD VALUES 

Density g/cmᶟ Internal 0.97 

Product Width mm/ -0+2% Internal Nominal 

Thickness µ / ± 10% ISO 4593 75 80 

Tensile strenght at break MD N/mm²/ ±10% ASTM D882 38 40 

Tensile strenght at break TD N/mm²/ ±10% ASTM D882 35 36 

Elongation at break MD % / ± 10% ASTM D882 370 400 

Elongation at break TD % / ± 10 % ASTM D882 400 390 

Maximum use temperature °C / ≤ Internal 120°C 

 

Special notice: The above are reference values only. 
For specific information on the film's suitability for use in a particular application,  
Store in original packaging at standard warehouse conditions: 
ambient temperature between +5°C and +40°C, relative humidity RH between 
25% and 60%, covered area protected from direct sunlight and UV light/radiation 
sources. The product can be recycled, UE recycling class: OTHER - 07 

 


