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TECHNICAL DATA SHEET (TDS) 
 
 

WOVEN ROVING 
Woven Roving is a fabric made by interweaving roving and is mainly used for hand lay-up of large, high-strength FRP 
products such as boats, rolling stock, tanks and architectures. 
 
Properties: 

1. Few fuzz 
2. Fast wet-through and wet-out 
3. Good covering and degassing performance 
4. High mechanical strength  
5. High wet-strength retention 
6. Good translucency of laminates 
7. Compatible resin: Polyester/Epoxy 
8. Weave: Plain 

 
Specification: 

- Glass type: E or C, on request 
- Sizing: Silane 
- Loss on Ignition: 0.55% 
- Moisture Content: 0.1% for E glass, 0.2% for C glass 
- Roll Weight: 30-40kg, according to the unit weight of woven roving 
- Width: 900-3200mm, on request 
- Unit weight: 200,300,400,500,600,800g/m2 

 
Package: plastic bag and carton for each roll 

 

Specification 
Tex Fiber diameter(um) 

Count of cloth 
(root/cm) 

Unit area 
mass 

(g/m2) 

Breaking strength 

(N)≥ 
Texture 

Warp 
yarn 

Weft 
yarn 

Warp 
yarn 

Weft 
yarn 

Warp 
yarn 

Weft 
yarn 

Warp 
yarn 

Weft 
yarn 

EWR200 180 180 11 11 6.0 5.0 200±15 1300 1100 

Plain 
Weave 

EWR300 300 380 13 13 5.0 4.0 300±15 1800 1700 

EWR400 576 576 13 13 3.6 3.2 400±20 2500 2200 

EWR500 900 900 17 17 2.9 2.7 500±25 3000 2750 

EWR600 1200 1200 17 17 2.6 2.5 600±30 4000 3850 

EWR800 2400 2400 24 24 1.8 1.8 800±40 4600 4400 

CWR200 180 180 11 11 6.0 5.0 200±15 1150 1000 

CWR400 480 500 13 13 4.0 3.8 385±30 2000 2200 

CWR600 1300 960 13 13 2.6 2.6 600±45 3500 3000 

CWR800 2200 1760 13 13 2.0 2.0 810±40 4000 3600 

 
 
 
 
 
 
 
 
All data, statement and recommendations made herein are based upon information we believe to be reliable, but are made without any representation 
or guarantee or warranty of accuracy and are made with reservation of all patent rights. Our products are sold on the condition that the user himself will 
evaluate them, as well as our formulae and recommendation, to determine their suitability for his purpose before adoption. 


