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PS Type Low Shrinkage additive

Description:
ETERSET 2006 is polystyrene diluted in styrene monomer. which
provides excellent
shrinkage control for Sheet Molding Compound (SMC) and Bulk
Molding Compound
(BMO).

Performance:
Excellent shrinkage control and dimensional stability.
Non-acid function group can take as MgO carrier in B-side.
Permits higher filler loading.
Excellent pigmentation .

Excellent surface smoothness and gloss.

SPECIFICATIONS
Appearance Light yellowish
transparency
Viscosity Brookfield at 25°C 3200-4000
#4 spindle at 60rpm, cps.
Solid content, (%) 32-37
Shelf life 6 months (under 25

)

Recommended storage:

1. ETERSET 2006 contains styrene monomer. storage at

temperatures in excess



30°C should be avoided, Keep away from heat, sparks and
flames.
2. Typical storage life at temperature below 25°C is 3 months.
3. ETERSET 2006 is a potentially reactive chemical, Please store it
in the dark and
keep away from heat and direct sunshine.

4. Please use the material within three months of receipt.

Package:
*18kg Pail.
*190kg Drum

Containers, not completely emptied must be closed immediately

after use.

The information contained herein is correct to the best of our knowledge. The recommendations or suggestions contained in this
bulletin are made without guarantee or representation as to results. We suggest that you evaluate these recommendations and
suggestions in your own laboratory prior to use. Our responsibility for claims arising from breach of warranty. negligence. or
otherwise is limited to the purchase price of the material.



